LED SPECIFICATION

Part No./ &S : 530XW8C

ATTENTION
OBSERVE PRECAUTIONS

A FOR HANDLING /\
ELECTROSTATIC \_/
‘ DISCHARGE
X SENSITIVE o
DEVICES

Features/4F1iE :
® Single color/4F 1k
® High bright output/ % /5 4
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® Low power consumption/{i& Iy #E

® High reliability and long life/n] FEtEm . A i

® Cuprum lead/4i5 | 14 0
Descriptions/#ii&

® Dice material/:ts i #4)ii: GalnN . I

® Emitting Color/%& ¢ &ifh : o <L
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Super Bright White/ =52 5 {4, \ oseas

o DeVice Outllne/}l‘l‘gl:l]:lﬁl\)-lét NOTE/EE:
& 5mm Round Type/5mm [ JE ® All dimensions are millimeters/f.47: mm

N . Tolerance is +/-0.25mmunless otherwise
® |ens Type/[iKikFite: Water Clear/J; (1% ] noted/ ST KRVE I 22 % +0.25mm
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I ] FELMS
Re"gs@e Eg;jge”t IR VR = 5V e | = | 30 | uA
"”m";g;;';gmity IV IF = 20mA — | 5000 | -~ | mcd
Vi?‘gi[ggﬁgggg'e 2012 IF = 20mA — | 25 | — | Deg.
Luminous Intensity Bins Chart/ & 432484 (Ta=25C)
Bin Vv w X Y Z1
Min 2000 3000 4000 6000 8000
Max 3000 4000 6000 8000 10000
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