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Electrical Characteristics

Sta ard Resistance

Range
0Ω - MΩ

Resista ce Tolerance ± % ; ± % f r hm

Absolute Minim m

Resista ce

≤ 0Ω 0Ω≤R≤ KΩ

≤ %R R>1KΩ

Contact Resista ce

Variatio

CRV≤ % or Ω

whic ever is larger

Ins lati Resistance R1≥1GΩ(100Vac)

Withstand Voltage 0VDC

Effecti e Travel ± turns m

Environmental Characteristics

Power Ratin

(3 lts max)
W@ 0W@

Tem erature Ran e -55 ~ +

Tem erature

Coefficient

± pm/

(± m/ request)

Tem erature Variatio

-55 min +

mi cycles

ΔR≤ %R.Δ(Uab/Uac)≤5%

Vibratio
0Hz, mm

ΔR≤5%R,Δ(Ua /Uac)≤ %

Collisio m/s c cles,ΔR≤ %R

Electrical E ra ce at

W@

ΔR≤ 0%R

CRV≤3% or Ω

whic ever is larger

Rotational Life
cycles

ΔTR≤± %R,CRV≤3% r 

Physical Characteristics

Starting T rque ≤ 5mN·m

Markin

Resista ce Tolerance

(W e identificati

it is of ± 0%)

Resista ce Code M el

Sta ard Packagin pcs, er t e

Note: Specifications are s ject to c a ge with t tice.

Common Dimensions

3296

3296W

T P

T X

T Z

WIPER ( )

CLOCKWISE

T lera ce is ± if ide tificatio

Resistance Table

Resistance

(Ohms)

Resista ce

C e

S ecial resista ces a aila le

RKT-3296

Trimming P tentiometers

FEATURES PICTURE

M ltitur / Cermet/ I strial/ Seale
Terminal Styles

T75

Trimming P tentiometers

RKT-3266

Trimming P tentiometers

RKT-C3305

Trimming P tentiometers

T910

Trimming P tentiometers
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