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G2XXMF-IP67 / G3XXMF-IP67 SERIES 

 

SEALED IP67 POLYCARBONATE AND ABS ENCLOSURES WITH 

MOUNTING FLANGE 

 

 

PRODUCT INFORMATION 

● The lid and base incorporate a tongue and groove sealing system with silicone adhesive. 
● Wall mounting holes and lid fixing screws are outside the sealing area thus preventing the ingress of 

moisture and dust. 

● Design to IP67 of IEC 529 ( Dust and Hoseproof ). 

● Bosses on internal base allow fixing of PCB’s horizontally or connection of terminals with M3X4mm 

self-tapping screws. 

● Internal guide slots for mounting PCB assemblies vertically. 

● Available with clear or light grey lids. 

           

             G212MF-IP67            G205CMF-IP67           G362MF-IP67 

G2XXMF-IP67 / G3XXMF-IP67 SERIES 

 

 

 

 

 

PRODUCT INFORMATION 

● The lid and base incorporate a tongue and groove sealing system with silicone adhesive. 
● Wall mounting holes and lid fixing screws are outside the sealing area thus preventing the ingress of 

moisture and dust. 

● Design to IP67 of IEC 529 ( Dust and Hoseproof ). 

● Bosses on internal base allow fixing of PCB’s horizontally or connection of terminals with M3X4mm 

self-tapping screws. 

● Internal guide slots for mounting PCB assemblies vertically. 

● Available with clear or light grey lids. 

           

             G212MF-IP67            G205CMF-IP67           G362MF-IP67 

G2XXMF-IP67 / G3XXMF-IP67 SERIES 

 

 

 

 

 

PRODUCT INFORMATION 

● The lid and base incorporate a tongue and groove sealing system with silicone adhesive. 
● Wall mounting holes and lid fixing screws are outside the sealing area thus preventing the ingress of 

moisture and dust. 

● Design to IP67 of IEC 529 ( Dust and Hoseproof ). 

● Bosses on internal base allow fixing of PCB’s horizontally or connection of terminals with M3X4mm 

self-tapping screws. 

● Internal guide slots for mounting PCB assemblies vertically. 

● Available with clear or light grey lids. 

           

             G212MF-IP67            G205CMF-IP67           G362MF-IP67 

CERTIFIED 

IP67IP67

G2XXMF-IP67 / G3XXMF-IP67 SERIES 

 

SEALED IP67 POLYCARBONATE AND ABS ENCLOSURES WITH 

MOUNTING FLANGE 

 

 

PRODUCT INFORMATION 

● The lid and base incorporate a tongue and groove sealing system with silicone adhesive. 
● Wall mounting holes and lid fixing screws are outside the sealing area thus preventing the ingress of 

moisture and dust. 

● Design to IP67 of IEC 529 ( Dust and Hoseproof ). 

● Bosses on internal base allow fixing of PCB’s horizontally or connection of terminals with M3X4mm 

self-tapping screws. 

● Internal guide slots for mounting PCB assemblies vertically. 

● Available with clear or light grey lids. 

           

             G212MF-IP67            G205CMF-IP67           G362MF-IP67 

14

Internal testing of the IP67 water resistance  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                       

 

 

1. A emble the metal with the testing box , put the testing box into the water tank 

2. Make sure the testing box can be installed under the water ( 1M depth for 30 minutes. ) 

 

~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~ 
 

 

 

 

 

 

 

 

 

 

 

 

3. Open and chec  the box 
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3. Open and chec  the box 

插入照片 => new\Internal testing of the IP67 water resi tance 
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