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Specification:

1) Rating: 3 A 125 VAC; 1 A 250 VAC
2) Contact Resistance: 20 mW max.

3) Insulation Resistance: 500 VDC 1000 MW min.

4) Dielectric strength: 1500 VAC, 1 minute
5) Operating Temperature: -20°C ~ +65°C
6) Electrical Life: 20000 cycles
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Solder terminal (1) PC terminal (2) PC-H terminal (3) PC-V terminal (4)

 
Bushing options
Terminal options
Handle options
Product order
Circuitry trait
Poles
Toggle Switch Sub-Miniature (TSSM)

TSSM1022C3F

H A N D L E O P T I O N S

Standard (A) Short (C) Toggle (D)

RD
BK
WH
YL
GN
BU

red
black
white
yellow
green
blue

N A M E P L A T E

Standard ( ) Flat (F)
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TSSM101   ON-OFF
SPST 2P

TSSM102   ON-ON
SPDT 3P 

TSSM202   ON-ON
DPDT 6P

TSSM101A2   ON-OFF
SPST 2P

TSSM102A2   ON-ON
SPDT 3P

TSSM202A2   ON-ON
DPDT 6P
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TSSM1012A1   ON-OFF
SPST 2P

TSSM1012A5   ON-OFF
SPST 2P 

TSSM1022A1   ON-ON
TSSM1032A1   ON-OFF-ON
SPDT 3P

 

TSSM2022A1   ON-ON
TSSM2032A1   ON-OFF-ON
DPDT 6P

TSSM1012C2T   ON-OFF
SPST 2P

TSSM1022C2T   ON-ON
TSSM1032C2T   ON-OFF-ON
SPDT 3P
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TSSM2022C2T   ON-ON
TSSM2032C2T   ON-OFF-ON
DPDT 6P

TSSM1022C3   ON-ON
TSSM1032C3   ON-OFF-ON
SPDT 3P 

TSSM2022C3   ON-ON
TSSM2032C3   ON-OFF-ON
DPDT 6P

TSSM1012C4   ON-OFF
SPST 2P

TSSM1022C4   ON-ON
TSSM1032C4   ON-OFF-ON
SPDT 3P

TSSM2022C4   ON-ON
TSSM2032C4   ON-OFF-ON
DPDT 6P
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