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PIN HEADER

ASSMANN

'Stiftleisten, Raster 2.54, Doppelreihig
Pin Header, Pitch 2.54, pouble Row

Isolierkorper
Polyester, UL94V-0

Nennstrom

3A

Kontakt material
Messing
Insolationswiderstand
5000MQ2 min.
Durchschlagsspannung
500V AC

Betriebstemperatur
-40°C bis +105°C

Insulator material
Polyester, UL94V-0
Current rating

3A

Contact material

Brass

Insulator resistance
5000MQ min.
Dielectric withstanding
500V AC

Operating temperature
-40°C to +105°C

-Sub / Hoods

D

)

Centronics

2,54 x No. of Positions +0,50 ————=
2,54 x (No. of Contacts/2-1)

TModuIar TMuItierx W

-—5,08—] 2,54 Contacts end 0,64 Sq

~|2541-
A - S l
J 5,08 -

| — —— 1 2,54

i M !
[ ;

—| 2,54L— llé(_]

f—— 610 ——

Gerade Stifte / Straight pins Gewinkelte Stifte / Angled pins
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Bestellcode: AWL254 Bitte ,x" durch die unten geeignete Option ersetzen >_
Ordercode : = = = . Please replace ,x“ with appropriate option listed below
1. 2. 3. 4. =
2
1. Ausfiihrung Version g
G  -gerade G  -straight >
A -abgewinkelt A -right angled
Oberfliche Contact plating 2 E
2. G  -flash vergoldet * G  -flash gold * o9
Z  -verzinnt Z  inn b -E
S -selektiv S -selective = 5
(= e =
3. Polzahl Number of contacts =)
04 - 80 04 - 80 =
v}
Stiftlange Pin length 'I;
4. D -A=6mm, B=3mm* D -A6mm, B=3mm* 5
A -A=7Tmm, B=3mm (nur gerade) A -A=Tmm, B=3mm (only straight) §
(v}
* Standard




