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74HC393; 74HCT393

Dual 4-bit binary ripple counter
Rev. 03 — 6 September 2005 Product data sheet .

1. General description

2. Features

The 74HC393; HCT393 is a high-speed Si-gate CMOS device and is pin compatible with
Low-power Schottky TTL (LSTTL). It is specified in compliance with JEDEC standard
no. 7A.

The 74HC393; 74HCT393 contains 4-bit binary ripple counters with separate clocks
(1CP and 2 CP) and master reset (1MR and 2MR) inputs to each counter.

The operation of each half of the 74HC393; 74HCT393 is the same as the 74HC93;
74HCT93, except no external clock connections are required.

The counters are triggered by a HIGH-to-LOW transition of the clock inputs.

The counter outputs are internally connected to provide clock inputs to succeeding
stages. The outputs of the ripple counter do not change synchronously and should not be
used for high-speed address decoding.

The master resets (1IMR and 2MR) are active-HIGH asynchronous inputs to each 4-bit
counter. A HIGH level on the nMR input overrides the clock and sets the outputs LOW.

m  Two 4-bit binary counters with individual clocks
m  Divide by any binary module up to 28 in one package
m  Two master resets to clear each 4-bit counter individually

3. AQuick reference data

Table 1:  Quick reference data
GND=0V; Tgmp=25°C; t,=ty=6ns.

Symbol Parameter Conditions Min Typ Max Unit
74HC393
tpHL, tPLH Propagation delay CL=15pF;Vgc=5V
nCP to nQ0 - 12 - ns
nQx to nQ(x+1) - 5 - ns
nMR to nQx - 11 - ns
Telk(max) maximum clock CL=15pF;Vgc=5V - 99 - MHz
frequency
G input capacitance - 3.5 - pF
Cep power dissipation me - 23 - pF

capacitance (per gate)
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. Dual 4-bit binary ripple counter

Table 1:  Quick reference data ...continued
GND =0 V; Tgmp=25°C; t,=tr=6ns.

Symbol Parameter Conditions Min Typ Max Unit
74HCT393
tpyL, tpLy propagation delay CL=15pF;Vgc=5V
nCP to nQO - 20 - ns
nQx to nQ(x+1) - 6 - ns
nMR to nQx - 15 - ns
folk(max) maximum clock CL=15pF;Vgc=5V - 53 - MHz
frequency
G input capacitance - 3.5 - pF
Crp power dissipation el - 25 - pF

capacitance (per gate)

[11 Cpp is used to determine the dynamic power dissipation (Pp in uW).
Pp = Cpp x Vg2 x fi x N + Z(C x Vg2 x f,) where:
f; = input frequency in MHz;
f, = output frequency in MHz;
C\ = output load capacitance in pF;
Vg = supply voltage in V;
N = number of inputs switching;
3(CL x Vcc? x fo) = sum of the outputs.
[2] V,=GNDto Vo
[8] Vi=GNDtoVgc-15V

4. Ordering information

Table 2:  Ordering information

Type number |Package

Temperature range |[Name Description Version
74HC393N -40°Cto+125°C  DIP14 plastic dual in-line package; 14 leads (300 mil) SOT27-1
74HC393D -40°Cto+125°C SO14 plastic small outline package; 14 leads; body width 3.9 mm SOT108-1
74HC393DB -40°Cto+125°C SSOP14 plastic shrink small outline package; 14 leads; body width  SOT337-1

5.3 mm
74HC393PW -40°Cto+125°C TSSOP14 plastic thin shrink small outline package; 14 leads; body SOT402-1
width 4.4 mm

74HC393BQ -40°Cto+125°C DHVQFN14 plastic dual in-line compatible thermal enhanced very thin  SOT762-1
quad flat package; no leads; 14 terminals;
body 2.5 x 3 x 0.85 mm

74HCT393N -40°Cto+125°C DIP14 plastic dual in-line package; 14 leads (300 mil) SOT27-1

74HCT393D -40°Cto+125°C SO14 plastic small outline package; 14 leads; body width 3.9 mm SOT108-1

74HCT393DB -40°Cto+125°C SSOP14 plastic shrink small outline package; 14 leads; body width  SOT337-1
5.3 mm

74HCT393PW -40°Cto +125°C TSSOP14 plastic thin shrink small outline package; 14 leads; body SOT402-1
width 4.4 mm

74HCT393BQ -40°Cto+125°C DHVQFN14 plastic dual in-line compatible thermal enhanced very thin  SOT762-1
quad flat package; no leads; 14 terminals;
body 2.5 x 3 x 0.85 mm

74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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5. Functional diagram

Dual 4-bit binary ripple counter

74HC_HCT393_3
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. Dual 4-bit binary ripple counter
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Fig 5. Logic diagram (one counter)

6. Pinning information

6.1 Pinning

= = terminal 1 15 8
op [1] [14] Voo indo arca -
1MR [2] [13] 2CP R [ "@ (73] 2cp
100 [3] [12] 2R 100 [ 3) ,—\ (2] 2mr
1Q1 [4]| 393  [11] 20 1ar[4) 393  (11] 2q0
1Q2 [5 | [10] 2Q1 102 [5) I_] (1] 2a1
123 [6) (9] 2q2
103 [6 | (9] 202 () (=)
GND [7] 8] 203 % (:\.3 001aad597
001aad531 Transparent top view
Fig 6. Pin configuration SO14; DIP14 Fig 7. Pin configuration DHVQFN14
(T)SSOP14
6.2 Pin description
Table 3:  Pin description
Symbol Pin  Description
1CP 1 1 clock input (HIGH-to-LOW, edge-triggered)
1MR 2 1 asynchronous master reset input (active HIGH)
1Q0 3 1 flip-flop output O
1Q1 4 1 flip-flop output 1
1Q2 5 1 flip-flop output 2
1Q3 6 1 flip-flop output 3
GND 7 ground (0 V)
2Q3 8 2 flip-flop output 3
74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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. Dual 4-bit binary ripple counter

Table 3:  Pin description ...continued

Symbol Pin  Description

2Q2 9 2 flip-flop output 2

2Q1 10 2 flip-flop output 1

2Q0 11 2 flip-flop output 0

2MR 12 2 asynchronous master reset input (active HIGH)
2CP 13 2 clock input (HIGH-to-LOW, edge-triggered)
Ve 14 supply voltage

7. Functional description

7.1 Function table

Table 4: Count sequence for one counter [

Count Output
Qo Qi Q2 Q3
0 L L L L
1 H L L L
2 L H L L
3 H H L L
4 L L H L
5 H L H L
6 L H H L
7 H H H L
8 L L L H
9 H L L H
10 L H L H
11 H H L H
12 L L H H
13 H L H H
14 L H H H
15 H H H H
[1] H=HIGH voltage level;
L = LOW voltage level.
74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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8. Limiting values

Dual 4-bit binary ripple counter

Table 5:  Limiting values

In accordance with the Absolute Maximum Rating System (IEC 60134). Voltages are referenced to

GND (ground = 0 V).

Symbol Parameter Conditions Min Max Unit
Vee supply voltage -0.5 +7 \Y
Ik input clamping current Vi<-05VorV,>Vec+05V - 20 mA
lok output clamping current Vo <-0.5V or - 20 mA
Vo>Vec+05V
lo output current Vo=-05VtoVgc+05V - 25 mA
lcc quiescent supply current - 50 mA
IGND ground current - 50 mA
Tstg storage temperature -65 +150 °C
Piot total power dissipation
DIP14 package o - 750 mWw
SO14 package @ - 500 mw
(T)SSOP14 package Bl - 500 mw
DHVQFN14 package A - 500 mw
[1] For DIP14 package: Py derates linearly with 12 mW/K above 70 °C.
[2] For SO14 package: Py derates linearly with 8 mW/K above 70 °C.
[38] For (T)SSOP14 packages: Py derates linearly with 5.5 mW/K above 60 °C.
[4] For DHVQFN14 packages: Py derates linearly with 4.5 mW/K above 60 °C.
9. Recommended operating conditions
Table 6: Recommended operating conditions
Symbol Parameter Conditions Min Typ Max Unit
74HC393
Vee supply voltage 2.0 5.0 6.0 \
V, input voltage 0 - Vee \
Vo output voltage 0 - Vee Vv
Tamb ambient temperature -40 - +125 °C
i, input rise and fall time Veg=20V - - 1000 ns
Vec=45V - 6.0 500 ns
Voc=6.0V - - 400 ns
74HCT393
Vee supply voltage 4.5 5.0 5.5 \
V, input voltage 0 - Vee \
Vo output voltage 0 - Vee Vv
Tamb ambient temperature -40 - +125 °C
t, input rise and fall time Vec=45V - 6.0 500 ns
74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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. Dual 4-bit binary ripple counter

Philips Semiconductors

10. Static characteristics

Table 7:  Static characteristics type 74HC393
At recommended operating conditions; voltages are referenced to GND (ground = 0V)

Symbol  Parameter Conditions Min Typ Max Unit
Tamb = +25 °C
Vi HIGH-state input voltage Veg=20V 1.5 1.2 - Vv
Voc=45V 3.15 2.4 - \
Voc=6.0V 4.2 3.2 - \
ViL LOW-state input voltage Vec=20V - 0.8 0.5 \Y
Vec=45V - 21 1.35 \
Voc=6.0V - 2.8 1.8 \
Vou HIGH-state output voltage Vi=ViorV,
Vec=45V;lp=-4mA 3.98 4.32 - \
Vec=6V;lp=-52mA 5.48 5.81 - \
VoL LOW-state output voltage Vi=VigorV,
Vec=4.5V;lp=4 mA - 0.15 0.26 \
Vec=6V;lp=52mA - 0.16 0.26 \
I input leakage current Vec=6V - - 0.1 A
lcc quiescent supply current Ve =6.0V;lp=0A; - - 8.0 LA
V| =Vgc or GND
G input capacitance - 3.5 - pF
Tamb = —40 °C to +85 °C
Viy HIGH-state input voltage Voc=2.0V 1.5 - - \
Voc=45V 3.15 - - \
Vec=6.0V 4.2 - - \Y
Vi LOW-state input voltage Vec=2.0V - - 0.5 \
Vec=45V - - 1.35 \Y
Voc=6.0V - - 1.8 \
VoH HIGH-state output voltage Vi=VigorV,
Vec=45V;lp=-4mA 3.98 - - \
Ve =6V;lp=-52mA 5.48 - - \
VoL LOW-state output voltage Vi=VigorV,
Vec=4.5V;lo=4 mA - - 0.33 \
Vec=6V;lp=52mA - - 0.33 \
I input leakage current Vec=6V - - 0.1 HA
lcc quiescent supply current Voc=6.0V;lp=0A; - 80 LA
V| =Vgc or GND
74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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. Dual 4-bit binary ripple counter

Table 7:  Static characteristics type 74HC393 ...continued
At recommended operating conditions; voltages are referenced to GND (ground = 0V)

Symbol  Parameter Conditions Min Typ Max Unit
Tamb = —40 °C to +125 °C
ViH HIGH-state input voltage Voc=2.0V 1.5 - - \
Voc=45V 3.15 - - \
Vec=6.0V 4.2 - - \Y
Vi LOW-state input voltage Vec=2.0V - - 0.5 \
Vec=45V - - 1.35 \Y
Voc=6.0V - - 1.8 \
VoH HIGH-state output voltage Vi=VigorV,
Vec=4.5V;lp=-4mA 3.98 - - \
Ve =6V;lp=-52mA 5.48 - - \
VoL LOW-state output voltage Vi=VigorV,
Ve =4.5V;lop=4 mA - - 0.33 \
Vec=6V;lp=52mA - - 0.33 \
I input leakage current Vec=6V - - 0.1 HA
lcc quiescent supply current Voc=6.0V;lp=0A; - - 160 LA
V)= Vgc or GND

Table 8:  Static characteristics type 74HCT393
At recommended operating conditions; voltages are referenced to GND (ground = 0 V).

Symbol Parameter Conditions Min Typ Max Unit
Tamb =25 °C
Vi HIGH-state input voltage Vec=45Vio55V 2.0 1.6 - Vv
Vi LOW:-state input voltage Voc=45Vto55V - 1.2 0.8 \"
VoH HIGH-state output voltage Vi=VigorV;Vecc=45V
lo = =20 YA 4.4 45 - \"
lo=-6 mA 3.98 4.32 - \
VoL LOW-state output voltage Vi=ViyorV,;Vec=45V
lo =20 pA - 0 0.1 Vv
lo=6.0mA - 0.15 0.26 \
I input leakage current V)=Vgcor GND; Vg =55V - - +0.1 A
lcc quiescent supply current V)=V or GND; o = 0 A; - - 8.0 LA
Veg=5.5V
Alcc additional quiescent supply V) =Vgc — 2.1 V; other inputs at
current (per input pin) Vgcor GND; Vg =4.5V1t0 5.5V,
lo=0A
1CP, 2CP - 40 144 HA
1MR, 2MR - 100 360 HA
G input capacitance - 3.5 - pF
74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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. Dual 4-bit binary ripple counter

Table 8:  Static characteristics type 74HCT393 ...continued
At recommended operating conditions; voltages are referenced to GND (ground = 0 V).

Symbol Parameter Conditions Min Typ Max Unit
Tamb = —40 °C to +85 °C
ViH HIGH-state input voltage Voc=45Vto55V 2.0 - - \
ViL LOW-state input voltage Vec=45Vt055V - - 0.8 \
VoH HIGH-state output voltage Vi=VigorVy;Vec=45V
lo =—-20 pA 4.4 - - Vv
lo=-6 mA 3.84 - - \
VoL LOW-state output voltage Vi=VigorV;Vec=45V
lo =20 pA - - 0.1 \
lo=6.0mA - - 0.33 \
I input leakage current Vi=VcggorGND; Vg =55V - - +1.0 HA
lcc quiescent supply current Vi=Vccor GND; Io =0 A; - - 80 LA
Vec=55V
Alge additional quiescent supply V) =Vgc — 2.1 V; other inputs at
current (per input pin) Vgg or GND; Ve =4.5V105.5V;
lo=0A
1CP, 2CP - - 180 HA
1MR, 2MR - - 450 pHA
Tamb = =40 °C to +125 °C
Viy HIGH-state input voltage Vec=45Vt055V 2.0 - - \
Vi LOW:-state input voltage Voc=45Vto55V - - 0.8 \
VoH HIGH-state output voltage Vi=VigorV;Vec=45V
lo = -20 pA 44 - i v
lo=-6 mA 3.7 - - \
VoL LOW-state output voltage Vi=VigorV;Vec=45V
lo =20 pA - - 0.1 \
lo=6.0mA - - 0.4 \Y
I input leakage current Vi=Vgcor GND; Vg =55V - - +1.0 LA
lcc quiescent supply current Vi=VccorGND; lo =0 A; - - 160 HA
Voo =5.5V
Alcc additional quiescent supply V) = Vgc — 2.1 V; other inputs at
current (per input pin) Voo or GND; Ve =45V 1055V,
lo=0A
1CP, 2CP - - 196 pHA
1MR, 2MR - - 490 MA
74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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. Dual 4-bit binary ripple counter

11. Dynamic characteristics

Table 9: Dynamic characteristics type 74HC393
Voltages are referenced to GND (ground = 0 V); C, = 50 pF, unless otherwise specified.
For test circuit see Figure 10.

Symbol Parameter Conditions Min Typ Max Unit
Tamb = +25 °C
tpyL, tpLy  propagation delay
nCP to nQ0 see Figure 8
Ve =20V - 41 125 ns
Vec=45V - 15 25 ns
Vec=5V;CL=15pF - 12 - ns
Vec=6.0V - 12 21 ns
nQx to nQ(x+1) see Figure 8
Vec=20V - 14 45 ns
Vec =45V - 5 9 ns
Vec=5V;CL=15pF - 5 - ns
Ve =6.0V - 4 8 ns
tpHL propagation delay
nMR to nQx see Figure 9
Vec=2.0V - 39 140 ns
Vec =45V - 14 28 ns
Vec=5V;CL=15pF - 11 - ns
Ve =6.0V - 11 24 ns
tthe, trun output transition time see Figure 8
Ve =20V - 19 75 ns
Vec=45V - 7 15 ns
Ve =6.0V - 6 13 ns
tw pulse width

nCP HIGH or LOW  see Figure 8

Vec=20V 80 17 - ns
Vec =45V 16 6 - ns
Vec=6.0V 14 5 - ns
nMR HIGH see Figure 9
Vec=20V 80 19 - ns
Vec =45V 16 7 - ns
Vec=6.0V 14 6 - ns
trec recovery time
nMR to nCP see Figure 9
Vec=20V 5 3 - ns
Vec=45V 5 1 - ns
Vec=6.0V 5 1 - ns
74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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Table 9:  Dynamic characteristics type 74HC393 ...continued
Voltages are referenced to GND (ground = 0 V); C, = 50 pF, unless otherwise specified.
For test circuit see Figure 10.

Symbol  Parameter Conditions Min Typ Max Unit
Telk(max) maximum clock see Figure 8
frequency Vec=2.0V 6 30 - MHz
Vec=45V 30 90 - MHz
Vec=5V;CL=15pF - 99 - MHz
Vec=6.0V 35 107 - MHz
Crp power dissipation me - 23 - pF

capacitance (per gate)
Tamb = —40 °C to +85 °C
teHL, tpLy  propagation delay

nCP to nQO see Figure 8
Vec=2.0V - - 155 ns
Vec=45V - - 31 ns
Vec=6.0V - - 26 ns
nQx to nQ(x+1) see Figure 8
Vec=2.0V - - 55 ns
Vec=45V - - 11 ns
Vec=6.0V - - 9 ns
tpHL propagation delay
nMR to nQx see Figure 9
Vec=20V - - 175 ns
Vec=45V - - 35 ns
Vec=6.0V - - 30 ns
trhe, trun output transition time see Figure 8
Vec=20V - - 95 ns
Vec=45V - - 19 ns
Vec=6.0V - - 16 ns
tw pulse width

nCP HIGH or LOW  see Figure 8

Vec=2.0V 100 - - ns
Vec=45V 20 - - ns
Vec =6.0V 17 - - ns
nMR HIGH see Figure 9
Vec=2.0V 100 - - ns
Vec=45V 20 - - ns
Vec =6.0V 17 - - ns
trec recovery time
nMR to nCP see Figure 9
Vec=20V 5 - - ns
Vec=45V 5 - - ns
Vec=6.0V 5 - - ns
74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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Table 9:

For test circuit see Figure 10.

Dual 4-bit binary ripple counter

Dynamic characteristics type 74HC393 ...continued
Voltages are referenced to GND (ground = 0 V); C, = 50 pF, unless otherwise specified.

Symbol  Parameter Conditions Min Typ Max Unit
Telk(max) maximum clock see Figure 8
frequency Vec=2.0V 5 30 - MHz
Veg=45V 24 90 - MHz
Vec=6.0V 28 107 - MHz
Tamb = —40 °C to +125 °C
tpyL, tpLy  propagation delay
nCP to nQO see Figure 8
Vec=2.0V - - 190 ns
Vec=45V - - 38 ns
Vec=6.0V - - 32 ns
nQx to nQ(x+1) see Figure 8
Vec=2.0V - - 70 ns
Vec=45V - - 14 ns
Vec=6.0V - - 12 ns
tPHL propagation delay
nMR to nQn see Figure 9
Vec=20V - - 210 ns
Vec=45V - - 42 ns
Vec=6.0V - - 36 ns
trhL, trun output transition time see Figure 8
Vec=20V - - 110 ns
Vec=45V - - 22 ns
Vec=6.0V - - 19 ns
tw pulse width
nCP HIGH or LOW  see Figure 8
Vec=2.0V 120 - - ns
Vec=45V 24 - - ns
Vec=6.0V 20 - - ns
nMR HIGH see Figure 9
Vec=2.0V 120 - - ns
Vec=45V 24 - - ns
Vec=6.0V 20 - - ns
trec recovery time
nMR to nCP see Figure 9
Vec=20V 5 - - ns
Vec=45V 5 - - ns
Vec=6.0V 5 - - ns

74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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Table 9:  Dynamic characteristics type 74HC393 ...continued
Voltages are referenced to GND (ground = 0 V); C, = 50 pF, unless otherwise specified.
For test circuit see Figure 10.

Symbol  Parameter Conditions Min Typ Max Unit
felk(max) maximum clock see Figure 8

frequency Vec=2.0V 4 - - MHz

Vec=45V 20 - - MHz

Vec=6.0V 24 - - MHz

[11 Cpp is used to determine the dynamic power dissipation (Pp in pW).
Pp = Cpp x Vo2 x fi x N + 3(Cp x Vg2 x f,) where:
f = input frequency in MHz;
fo = output frequency in MHz;
C\ = output load capacitance in pF;
Vg = supply voltage in V;
N = number of inputs switching;
5(CL x Vgc? x fo) = sum of the outputs.

[2] Vi=GND to Vgc

Table 10: Dynamic characteristics type 74HCT393
Voltages are referenced to GND (ground = 0 V); C, = 50 pF, unless otherwise specified.
For test circuit see Figure 10.

Symbol Parameter Conditions Min Typ Max Unit
Tamb = +25 °C
tpHL, tPLy propagation delay
nCP to nQ0 see Figure 8
Vec=45V - 15 25 ns
Vec=5V;CL=15pF - 20 - ns
nQx to nQ(x+1) see Figure 8
Ve =45V - 6 10 ns
Vec=5V; CL=15pF - 6 - ns
tpHL propagation delay
nMR to nQn see Figure 9
Vec =45V - 18 32 ns
Vec=5V; CL=15pF - 15 - ns
tri, trun output transition time  see Figure 8
Vec=45V - 7 15 ns
tw pulse width

nCP HIGH or LOW  see Figure 8

Vec =45V 19 11 - ns
nMR HIGH see Figure 9
Vec =45V 16 6 - ns
trec recovery time
nMR to nCP see Figure 9
Vec=45V 5 0 - ns
74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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Table 10:

For test circuit see Figure 10.

Dual 4-bit binary ripple counter

Dynamic characteristics type 74HCT393 ...continued
Voltages are referenced to GND (ground = 0 V); C, = 50 pF, unless otherwise specified.

Symbol Parameter Conditions Min Typ Max Unit
Telk(max) maximum clock see Figure 8
frequency Vec=45V 27 48 - MHz
Vec=5V;CL=15pF - 53 - MHz
Crp power dissipation e - 25 - pF
capacitance (per
gate)
Tamb = —40 °C to +85 °C
tpuL, trLy propagation delay
nCP to nQO see Figure 8
Veg=45V - - 31 ns
nQx to nQ(x+1) see Figure 8
Veg=45V - - 13 ns
tpHL propagation delay
nMR to nQx see Figure 9
Vec=45V - - 40 ns
trhe, trn output transition time  see Figure 8
Vec=45V - - 19 ns
tw pulse width
nCP HIGH or LOW see Figure 8
Veg=45V 24 - - ns
nMR HIGH see Figure 9
Veg=45V 20 - - ns
trec recovery time
nMR to nCP see Figure 9 5 - - ns
felk(max) maximum clock see Figure 8
frequency V=45V 22 - - MHz
Tamb = —40 °C to +125 °C
tpHL, tPLy propagation delay
nCP to nQO see Figure 8
Vec=45V - - 38 ns
nQx to nQ(x+1) see Figure 8
Veg=45V - - 15 ns
tpHL propagation delay
nMR to nQx see Figure 9
Vec=45V - - 48 ns
trhe, trun output transition time  see Figure 8
Vec=45V - - 22 ns
74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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74HC_HCT393_3

Dual 4-bit binary ripple counter

Table 10: Dynamic characteristics type 74HCT393 ...continued

Voltages are referenced to GND (ground = 0 V); C, = 50 pF, unless otherwise specified.

For test circuit see Figure 10.

Symbol Parameter Conditions Min

tw

pulse width
nCP HIGH or LOW  see Figure 8

Veg=45V 29
nMR HIGH see Figure 9
Veg=45V 24
trec recovery time
nMR to nCP see Figure 9 5
felk(max) maximum clock see Figure 8
frequency Veg=4.5V 18

Unit

ns

ns

ns

MHz

(1]

(2]

Cpp is used to determine the dynamic power dissipation (Pp in pW).
Pp = Cpp x Vec? x fi x N + Z(Cp x Vg2 % f,) where:

f = input frequency in MHz;

fo = output frequency in MHz;

CL = output load capacitance in pF;

Ve = supply voltage in V;

N = number of inputs switching;

3(C x Vge? x fo) = sum of the outputs.

Vi=GNDto Vg - 1.5 V.
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Philips Semiconductors 74HC393, 74HCT393

. Dual 4-bit binary ripple counter

12. Waveforms

1/fmax
\%

input nCP _\ Vm

GND \

— tPHL —>| —tPLH—>

VoH
output nQx Vm

VoL

4‘ LtTHL — tTLH

001aad537

Measurement points are given in Table 11.

Fig 8. Propagation delays clock (nCP) to output (nQx), the output transition times and
the maximum clock frequency

Vi

input nMR 7 M
GND

Vi

input nCP VM

GND

~—tPHL —
VoH

output nQx VM

h

VoL
001aad538

Measurement points are given in Table 11.

Fig 9. Propagation delays clock (nCP) to output (nQx), pulse width master reset (hMR),
and recovery time master reset (hMR) to clock (nCP)

Table 11: Measurement points

Type Input Output
Vm Vm
74HC393 0.5Vee 0.5V¢e
74HCT393 1.3V 1.3V
74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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. Dual 4-bit binary ripple counter
% | W |
™90 %\ /90 %
negative
pulse Vm Vi
10 %
oV
—- L tTHL(t) —- = tTLH(t)
- r trLH(t) - o tTHL(t)
,t_VI 90 %
positive
pulse Vm Vm
oV 10 % A t §10%
\ w

001aac221

Measurement points are given in Table 11.

a. Input pulse definition

Vce

\ Vo
PULSE ~ bUT -3
GENERATOR el l

Rt I CL
mnai101

Test data is given in Table 12.

Definitions test circuit:

Rt = Termination resistance should be equal to output impedance Z, of the pulse generator.
C\ = Load capacitance including jig and probe capacitance.

b. Test circuit

Fig 10. Load circuitry for switching times

Table 12: Test data

Supply Input Load
Vee Vi tr, tf CL
20Vto6.0V GND to V¢ 6 ns 15 pF, 50 pF

74HC_HCT393_3 © Koninklijke Philips Electronics N.V. 2005. All rights reserved.
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13. Package outline

Dual 4-bit binary ripple counter

S014: plastic small outline package; 14 leads; body width 3.9 mm SOT108-1
D jfe—— F ——»
—= X
| 4'#/ \
f 1
R T R )\ Sy
cr‘ N k/
\\
m - He = v@
+‘Z -
‘MpphAnm
‘ T
|
| T Q T
A -
——f—f—f{»f—f—f—f iy N 1 Ay A
pin 1 index ! LL +
i/ ﬁ *\fe
o 1 UG [ty
| ﬁ EE : 1. -
w detail X
[e] o,
0 25 5 mm
L | |
scale
DIMENSIONS (inch dimensions are derived from the original mm dimensions)
A
UNIT | | A1 | A2 | Az | by c | DM | EM| e He L Lp Q v w y | zMW]| o
0.25 | 1.45 0.49 | 0.25 | 8.75 4.0 6.2 1.0 0.7 0.7
mm 1.75 0.10 | 1.25 0.25 0.36 | 0.19 | 8.55 3.8 127 58 1.05 0.4 0.6 025|025 0.1 0.3 8°
. 0.010 | 0.057 0.019 |0.0100| 0.35 | 0.16 0.244 0.039 | 0.028 0.028 0°
inches | 0.069 | 5 o4 | 0.049 | %01 | 0.014 [0.0075| 0.34 | 0.15 | %0° | 0.228 | ©0*" | 0.016 | 0.024 | 001 | 001 | 0004 15515
Note
1. Plastic or metal protrusions of 0.15 mm (0.006 inch) maximum per side are not included.
REFERENCES
OUTLINE EUROPEAN ISSUE DATE
VERSION IEC JEDEC JEITA PROJECTION
SOT108-1 076E06 MS-012 E} @ 0939_022_21 9

Fig 11. Package outline SOT108-1 (SO14)
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Philips Semiconductors

DIP14: plastic dual in-line package; 14 leads (300 mil) S0T27-1
- D
2
<
S |
o T
g [ |
s T
Tl’ |
|
D |
b
(11 rirircy
/pin1index I T
y— e
| l
AL
1 7
0 5 10 mm
L 1 | 1 |
scale
DIMENSIONS (inch dimensions are derived from the original mm dimensions)
A A A 1 1 zM
UNIT | o | mim | me b by c pM | gM e eq L Mg My w o
173 | 053 | 036 | 19.50 | 6.48 360 | 825 | 10.0
mmo| 42 | 051 1 32 | 443 | 038 | 023 | 1855 | 620 | 2% | 762 | 305 | 780 | 83 | 024 | 22
) 0.068 | 0.021 | 0.014 | 0.77 | 0.26 0.14 | 0.32 | 0.39
inches | 017 | 002 | 013 | ;'50s | 0015 | 0009 | 073 | 024 | 01 | O3 | o412 | 031 | o33 | 001 | 0087
Note
1. Plastic or metal protrusions of 0.25 mm (0.01 inch) maximum per side are not included.
REFERENCES
OUTLINE EUROPEAN ISSUE DATE
VERSION IEC JEDEC JEITA PROJECTION
99-12-27-
SOT27-1 050G04 MO-001 SC-501-14 E} @ 03-02-13

Fig 12. Package outline SOT27-1 (DIP14)
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SSOP14: plastic shrink small outline package; 14 leads; body width 5.3 mm SOT337-1
D —————E—————p—A]
| | 1T~
| / \
miilili T
i Y \ /
Cﬂ ‘ N ‘/
S~
o1y He ==
-Z
14 8
[ |
|
\
| 1
| r o
- ] e Az S
\ Aq by A
|
pin 1 index ‘ +
\ i —0
i — |_p f
! -— | —
|
apngn Y
1 j tl 0o0r
. -
0 25 5mm
L TR |
scale
DIMENSIONS (mm are the original dimensions)
A
UNIT | | Ar | A | Ag | by | ¢ | DD EM | e | He | L L, | Q v w y |z ] o
0.21 | 1.80 038 | 020 | 6.4 | 54 7.9 1.03 | 0.9 14 | 8°
mm o2 ) 005 | 165 | 925 | 025 | 009 | 60 | 52 | 985 | 76 | 15 | 063 | 07 | %2 | O3 | 01 1 g9 | go
Note
1. Plastic or metal protrusions of 0.25 mm maximum per side are not included.
OUTLINE REFERENCES EUROPEAN
VERSION IEC JEDEC JEITA PROJECTION ISSUE DATE
SOT337-1 MO-150 = @ 0939_022_21 9;

Fig 13. Package outline SOT337-1 (SSOP14)
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TSSOP14: plastic thin shrink small outline package; 14 leads; body width 4.4 mm

Dual 4-bit binary ripple counter

SO0T402-1

pin 1 index

O/

LEERLLEE
JHE l

alng
S

o\
/

1 He \\/‘ =[V@lA]
|

P @ ]

<—|_p4>

—— [ ——»

0 25 5mm
L T ]
scale
DIMENSIONS (mm are the original dimensions)
A 1 2 1
UNIT | e | At | Az | Ag | bp c D | E@ | ¢ He L Lp Q v w y zM| o
0.15 | 0.95 0.30 0.2 5.1 45 6.6 0.75 0.4 0.72 8°
mm o1 005 | 080 | %% | 019 | o1 | 49 | 43 | 98 | 62 | T |os0| 03 | 02 |01 | O | oag| oo
Notes
1. Plastic or metal protrusions of 0.15 mm maximum per side are not included.
2. Plastic interlead protrusions of 0.25 mm maximum per side are not included.
REFERENCES
OUTLINE EUROPEAN ISSUE DATE
VERSION IEC JEDEC JEITA PROJECTION
-99-12-27
SOT402-1 MO-153 = @ 03.02.18

Fig 14. Package outline SOT402-1 (TSSOP14)
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Dual 4-bit binary ripple counter

Philips Semiconductors

DHVQFN14: plastic dual in-line compatible thermal enhanced very thin quad flat package; no leads;

14 terminals; body 2.5 x 3 x 0.85 mm SOT762-1
D (8]
\ I
\
|
! A
\ ’ |
— —-—-— E i ¢
terminal 1 —— !
index area ‘
i
terminal 1
index area
- [¢] b volclals]  [/lyicl (o1Y]
i 2 ‘ 6 Bl wM
T
M ORURURY
' |
T 1 ‘ 7 4
D) | 1
e S N s
| .
i 14 D, — 8 1 / N
| / '
| [ \
AlARNEAA ‘ |
\ /
13 ! 9 N /
<7Dh4> ~ ~
0 25 5mm
L | |
scale
DIMENSIONS (mm are the original dimensions)
A
UNIT| | A1 b c | DM | b, | EM| Ep e eq L v w y V1
0.05 | 0.30 31 | 165 | 26 | 1.15 0.5
mm T 000 |08 | %2 | 29 |135| 24 |o0ss | %% | 2 | o3 | 01 | 005005} Of
Note
1. Plastic or metal protrusions of 0.075 mm maximum per side are not included.
REFERENCES
OUTLINE EUROPEAN ISSUE DATE
VERSION IEC JEDEC JEITA PROJECTION
SOT762-1 MO-241 = @ e

Fig 15. Package outline SOT762-1 (DHVQFN14)
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14. Abbreviations

Table 13: Abbreviations table

Acronym Description

CMOS Complementary Metal Oxide Semiconductor
TTL Transistor Transistor Logic

LSTTL Low-power Schottky Transistor Transistor Logic
DUT Device Under Test

15. Revision history

Table 14: Revision history

Document ID Release date Data sheet status Change notice Doc. number Supersedes
74HC_HCT393_3 20050906 Product data sheet - - 74HC_HCT393_CNV_2
Modifications: * The format of this data sheet is redesigned to comply with the current presentation and

information standard of Philips Semiconductors.
¢ Added family specifications.
* Added type numbers 74HC393BQ and 74HCT393BQ (package DHVQFN14).

74HC_HCT393_CNV_2 19901201 Product 74HC_HCT393_CNV_1
specification
74HC_HCT393_CNV_1
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16. Data sheet status

Dual 4-bit binary ripple counter

Level Data sheet status!'l Product status[21B]  Definition

This data sheet contains data from the objective specification for product development. Philips

Semiconductors reserves the right to change the specification in any manner without notice.

This data sheet contains data from the preliminary specification. Supplementary data will be published

at a later date. Philips Semiconductors reserves the right to change the specification without notice, in
order to improve the design and supply the best possible product.

| Objective data Development
Il Preliminary data Qualification
1 Product data Production

This data sheet contains data from the product specification. Philips Semiconductors reserves the

right to make changes at any time in order to improve the design, manufacturing and supply. Relevant
changes will be communicated via a Customer Product/Process Change Notification (CPCN).

[1]  Please consult the most recently issued data sheet before initiating or completing a design.

[2]  The product status of the device(s) described in this data sheet may have changed since this data sheet was published. The latest information is available on the Internet at

URL http://www.semiconductors.philips.com.

[3] For data sheets describing multiple type numbers, the highest-level product status determines the data sheet status.

17. Definitions

Short-form specification — The data in a short-form specification is
extracted from a full data sheet with the same type number and title. For
detailed information see the relevant data sheet or data handbook.

Limiting values definition — Limiting values given are in accordance with
the Absolute Maximum Rating System (IEC 60134). Stress above one or
more of the limiting values may cause permanent damage to the device.
These are stress ratings only and operation of the device at these or at any
other conditions above those given in the Characteristics sections of the
specification is not implied. Exposure to limiting values for extended periods
may affect device reliability.

Application information — Applications that are described herein for any
of these products are for illustrative purposes only. Philips Semiconductors
make no representation or warranty that such applications will be suitable for
the specified use without further testing or modification.

18. Disclaimers

Life support — These products are not designed for use in life support
appliances, devices, or systems where malfunction of these products can
reasonably be expected to result in personal injury. Philips Semiconductors

20. Contact information

customers using or selling these products for use in such applications do so
at their own risk and agree to fully indemnify Philips Semiconductors for any
damages resulting from such application.

Right to make changes — Philips Semiconductors reserves the right to
make changes in the products - including circuits, standard cells, and/or
software - described or contained herein in order to improve design and/or
performance. When the product is in full production (status ‘Production’),
relevant changes will be communicated via a Customer Product/Process
Change Notification (CPCN). Philips Semiconductors assumes no
responsibility or liability for the use of any of these products, conveys no
license or title under any patent, copyright, or mask work right to these
products, and makes no representations or warranties that these products are
free from patent, copyright, or mask work right infringement, unless otherwise
specified.

19. Trademarks

Notice — All referenced brands, product names, service names and
trademarks are the property of their respective owners.

For additional information, please visit: http://www.semiconductors.philips.com
For sales office addresses, send an email to: sales.addresses@www.semiconductors.philips.com
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