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 Model  

 Bandwidth  

 Sample Rate   ( Real time )  

 Rise time  

 Display  

 Channel  

 Sampling mode  

 Record length  

 Sampling range  

 Horizontal scale (s/div)  

 Vertical sensitivity  

 DC Gain Accuracy  

 Max. input voltage  

 Input impedance  

 Input coupling  

 Trigger Mode  

 Vertical resolution (A/D)  

 Sampling rate / relaytime  accuracy  

 Interval(△ T) accuracy 

 (DC～100MHz) 
 

 Stored Waveform  

 Automatic measurement  

 Math  

 Lissajou’s 

 figure 

Bandwidth  

Phase difference  

  

 PC Interface  

 AC  

 Dimension  

 SDS 5032EV 

 30MHz 

250mS/s per channel when using single channel, 125Ms/s per channel when using two chan-

nels simultaneously. 

 ≤5.8ns 

 8” Color TFT LCD, 800x600 pixels 

 Two, external trigger 

 Normal sample﹑Peak detect and Average 

Max.10K points per channel 

5S/s～250mS/s for single Channel, 1S/s-125Ms/s for two channels 

4ns/div～～～～100s/div, steps by 1-2-5 

 5mV ~10V/div  

±3% 

400V(PK-PK)(DC+AC PK-PK) 

1MΩ±2% in parallel with 20pF±5pF  

AC、DC、GND 

 

 Edge、Video(Line,Field,Odd Field,even Field, Line Number,) with holdoff function.  

 8 bits (2CH simultaneously) 

 ±100ppm 

 Single：±(1 interval time+100ppm×reading+0.6ns) 

 Average>16：±(1 interval time +100ppm×reading+0.4ns) 

 15 waveforms 

 Peak-to-Peak, Average, RMS, Frequency, Cycle, Vmax,Vmin,Vtop,Vbase,Vamp, Overshoot,Preshoot,Rise 

time,Fall time,+width, -width,+Duty,-Duty,DelayA->B      DelayA->B    

 ＋、－、X, /,  FFT 

 30MHz 

 ±3 degrees 

 

 USB 2.0, LAN, VGA output for projection use. 

 100-240 VACRMS，50Hz，CAT II 

 350mm(L)*157mm(H)*80mm(W) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specifications  

Model:  
SDS 5032EV 


